CIVIL ENGINEERING CONSUL TANTS
6160 North Cicero Avenuse, Sulte 500
Chicago, linols 60123-1369

REGINA WEBSTER
AND ASSOC. INC.

Regina Webster & Associates, Inc.

RWA

CONSTRUCTION NOTES:

1) EXISTING CROSSWALKS AND STOP BARS SHALL BE REPLACED WHERE
CONFIRMED FOR LOCATIONS BY THE ENGINEER.

2

ALL CABINET MODIFICATIONS AND/OR LOAD SWITCH REPLACEMENTS
REQUIRED FOR PROPER OPERATION OF LED SIGNAL INDICATIONS TO

THE SATISFACTION OF THE ENGINEER SHALL BE INCIDENTAL TO THE

PAY ITEM UNINTERRUPTABLE POWER SUPPLY.

3

EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL REMAIN IN OPERATION
UNTIL THE PROPOSED MAST ARMS AND SIGNAL HEADS ARE ACTIVATED
AND APPROVED BY THE IDOT AREA ENGINEER.

4

=

PRIOR TO CONSTRUCTION, ALL EXISTING CONDUIT SHALL BE FIELD
VERIFIED BY THE CONTRACTOR FOR CONDUIT TYPE AND LOCATION.
THIS INFORMATION SHALL THEN BE PROVIDED TO THE ENGINEER
IN WRITING.

5

THE EXISTING SERVICE CONDUIT SHALL BE VERIFIED FOR
CONDUIT TYPE, SIZE AND LOCATION BY THE CONTRACTOR.
THE ENGINEER SHALL DETERMINE IF THE PROPSED 2 INCH
SERVICE CONDUIT PAY ITEMS AND ASSOCIATED DRILL
EXISTING HANDHOLES SHALL BE INSTALLED IN THIS
CONTRACT, BASED UPON INFORMATION PROVIDED

BY CONTRACTOR.
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